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Product Description

The LasPaC-II-M (mobile) is a simplified particle counter that 
has been specially designed for applications where it is impor-
tant to have a lightweight and robust service device. 

Particle Counter § Type LasPaC-II-M (Mobile)

LasPaC-II-M also available without integrated battery

Order Codes

a	Series and Type
	 Particle Counter	 LasPaC-II

b	Version
	 Mobile	 M

c	Fluid Compatibility
	 Mineral Oil, Petroleum based fluids	 M	
	 Phosphate Ester (e.g. Skydrol®)	 E
	 Specific Water Glycol fluids and bio-oils	 G

	 Note: If you have any queries on fluid compatibility, 	
	 please contact STAUFF.

d	Moisture/ Temperature Sensor
	 Without moisture/ temperature sensor	 O
	 With moisture/ temperature sensor	 W

	 Please note: Not suitable for Phosphate Ester (e.g. 	
	 Skydrol®), Glycol fluids and bio-oils.

e	Battery
	 With internal rechargeable battery	 B
	 Without internal rechargeable battery	 O

LasPaC-II-M with integrated battery (standard option)

Catalogue 8 § Edition 04/2025

Oil Analysis Equipment

LasPaC-II - M - M - O - B

According to international standards 
ISO 4406, NAS 1638, AS 4059 / ISO 11218 Rev E and F,  
GBT 14039 and GJB 420B 
 
Additional oil moisture measurement incl. temperature 
monitoring 
Optional moisture sensor (results in relative humidity, RH%) 
with integrated temperature measurement (°C) 
 
Simple operation 
Intuitive three-button operation (start, stop, flush) 
 
Display 
LCD-Screen for ISO / NAS-Class

Documentation 
Data Storage for 600 tests. 
Downloading and storage of data using the ‘STAUFF Contami-
nation Analyze’ software supplied. Further processing with 
Microsoft Excel® possible. 
 
Connect to the working system 
Pressure range from 2 to 420 bar 
 
Mobile and robust 
Robust construction (co-polymer housing) with still lowest 
weight. All necessary connections, hoses and waste oil bottle 
integrated in scope of delivery.

Various measurement modes
Measurement modes adapted to the measuring task can be 
selected using the “STAUFF Contamination Analyze” software

Features
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Dimensions and Weight 
	� L/W/H:		  340 x 295 x 152 mm / 		
			   13.40 x 11.61 x 5.98 in

	� Weight: 		  4,75 kg / 10.47 lbs 

Power Supply
	� Voltage range:	 110 ... 240 V AC 
			   12 ... 24 V DC

	� European, UK and US power plug adaptors included
	� Number of tests before recharging is required: 60 

Calibration
	� ISO Medium Test Dust (MTD) according to ISO 11 171 

Analysis range
	� ISO 4406 Codes 0-24
	� NAS 1638 Classes 00-12
	� AS 4059 / ISO 11218 Rev E, Table 1 Codes 00-12
	� AS 4059 / ISO 11218 Rev E, Table 2 Codes A-F: 000-12
	� AS 4059 Rev F, Table 1 Codes 000-12
	� AS 4059 Rev F, Table 2 Codes cps 000-12
	� GBT 14039 Codes 0-24
	� GJB 420B Codes, A-F: 000-12 

Accuracy   
± 1/2 class for:
ISO 4406 and GBT 14039 Codes 8-24 and for Codes 4, 6, 14 
μm(c), 
NAS 1638 and AS 4059 / ISO 11218 Rev E and F,  
Table 1 Size Codes Class 2-12, 
AS4059 / ISO 11218 Rev E and F Table 2 and GJB 420B Size 
classes, A: 000-12, B: 00-12, C: 00-12, D: 2-12, E: 4-12,  
F: 7-12

	� ± 1 class for larger sizes and lower size codes as mentioned 
above

Particle Counter § Type LasPaC-II-M (Mobile)

Pressure / Viscosity
	� Pressure range:	 2 ... 400 bar / 29 ... 5801 PSI
	� Viscosity range:	 1 ... 400 cSt 

Laser Sensors
	� High accuracy laser:	 4 ... 6 μm(c)

	� Standard accuracy laser:6 ... 70 μm(c)

	� Measured channels:	 4, 6, 14, 21, 25, 38, 50, 70 μm(c)

	� The maximum concentration is ISO 4406 Code 24  
(160.000 p/ml) 

Accessories
	� Bottle Sampling Unit 110 ml
	� Bottle Sampling Unit 500 ml  
For further information please see on page 76.

	� Screen filter:	 500 μm (see on page 77) 

Hose Connections
	� In:		  Test points STAUFF Test 20 	
			   or similar (M16 x 2)  
			   1.5 m hose included in the scope of 	
			   delivery

	� Out:		  Quick-release coupling  
			   (unpressurised) 
			   2 m hose included in the scope of 	
			   delivery) 

Sample Volume
	� 8 ml (short)
	� 15 ml (normal)
	� 30 ml (dynamic)
	� 24 ml (bottle sampler)
	� 15 ml (continuous) 

Permissible Temperature
	� Operating:		  +5 °C ... +80 °C / +41 °F ...+176 °F 

Data Storage
	� 600 tests 

Fluid Compatibilit
	� Mineral Oil, Petroleum based fluids
	� Specific water glycols, bio-oils or phosphate esters 

Computer Interface
	� RS-232 communication port as standard
	� USB adaptors included 

Software
	� Downloading and storage of data using the ‘STAUFF Con-
tamination Analyze’ software supplied. Further processing 
with Microsoft Excel® possible. 

Internal Rechargeable Battery
	� As an option with internal rechargeable battery

LasPaC-II-M with small Bottle Sampler Display and Buttons

Catalogue 8 § Edition 04/2025
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Technical Data
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Bottle Sampling Unit § Typ Bottle-Sampler-LasPaC

Bottle Sampling Unit 500 mlBottle Sampling Unit 110 mlBottle Sampling Unit 110 ml and Accessories

Product Description

Analysis Everywhere - Bottle Sampling Unit
If it is not possible to count particles directly on your system, 
you can use the oil sampling kit (page 82) to take oil samples 
for later analysis with the LasPaC bottle sampler.

Conditioning - The De-aeration Facility
A highly aerated fluid may lead to inaccurate results; 
therefore a de-aeration process has been incorporated 
into the bottle sampling units.
By evacuating the air from the sampling chamber, 
aeration within the fluid is removed, and the fluid is 
properly conditioned prior to sampling.

Your Choice - 110 ml or 500 ml Size
STAUFF offers two sizes of bottle sampling units for 
the LasPaC devices: 110 ml and 500 ml units.

The 110 ml unit is supplied in an extra case including 
various accessories such as power supply, sampling 
hoses, pressure hoses, bottles (sample and waste) 
and adaptors. It is designed for mobile applications and 
is only compatible with Mineral Oil and Petroleum based 
fluids.

The 500 ml bottle sampling unit is delivered with five sample 
bottles and the required power supply.

Please note that the moisture / temperature sensor does 
not work in combination with bottle sampler devices. 

b	Unit
	 110 ml Bottle Sampling Unit
	 suitable for Mineral Oil and	 110-M
	 Petroleum based fluids only
	 500 ml Bottle Sampling Unit
	 suitable for Mineral Oil and 
	 Petroleum based fluids,	 500-M/G

	 Specific Water Glycol fluids and bio-oils
	 500 ml Bottle Sampling Unit
	 suitable for Phosphate Ester	 500-E
	 (e.g. Skydrol®)

Order Codes

a	Series and Type
	 Bottle Sampling Unit	 Bottle-Sampler-LasPaC

Catalogue 8 § Edition 04/2025

Oil Analysis Equipment

Bottle-Sampler-LasPaC   -   110-M
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Product Description

More Oil Analysis - Oil Saturation and Temperature
In Mineral Oils and non-aqueous fire resistant fluids, water 
is undesirable. Once the water exceeds a saturation level 
(about 500 ppm for Mineral Oils) the fluid starts to appear 
hazy. Above this level there is a danger of free water  
accumulating in the system. This can lead to corrosion and 
accelerated wear.

As an option, all STAUFF Particle Counters provide accurate 
and repeatable measurement of the saturation level of water 
in oil with the moisture / temperature sensor. The sensor 
is located internally in a specially designed housing and is 
positioned in the low pressure constant flow line.

Additional Information - Oil Temperature Readings
Beside the saturation level the optional moisture / tempera-
ture sensor of the STAUFF Particle Counters has the ability to 
measure the fluid temperature. This allows to provide a refer-
ence temperature for the RH (relative humidity / % saturation 
of water in oil) readings.

Both results, % RH and °C, are displayed on the main / test 
progress screen and on the printed analysis.

Please note: Due to the temperature gradient existing between 
the system tapping point and the RH / temperature module, 
the temperature reading can be 5° to 10° less than the actual 
system temperature, depending on operating conditions. 
The moisture / temperature sensor is not suitable for bottle 
sampling.

Moisture / Temperature Sensor

Accessories / Spare Parts

Order Codes

a	Type of Accessories / Spare Parts
	 Waste hose 2 m / 6.56 ft		  Hose-LasPaC-Waste-2m
	 Pressure hose 1,5 m / 4.92 ft		  SMS-20-1500-A-W3
	 110 ml certified clean* bottle (5 pieces)		  Set-Bottle-LasPaC-110-C
	 250 ml certified clean* bottle (5 pieces)		  Set-Bottle-LasPaC-250-C
	 110 ml glass sample bottle (5 pieces)		  Set-Bottle-LasPaC-110
	 250 ml glass sample bottle (5 pieces)		  Set-Bottle-LasPaC-250
	 500 ml glass sample bottle (5 pieces)		  Set-Bottle-LasPaC-500
	 Printer paper LasPaC-II-P (5 pieces)		  Set-Paper-LasPaC-II-Printer
	 Printer paper LasPaC-3-P (5 pieces)		  Set-Paper-LasPaC-3-Printer
	 RS 232 to USB converter		  Adaptor-PPC-04/12-RS232-to-USB-CAB
	 Screen filter (for Mineral Oil/Petroleum based fluids, specific Water Glycol fluids, bio-oils)	 Screen-Filter-LasPaC-M/G
	 Screen filter (for Phosphate Ester)		  Screen-Filter-LasPaC-E

Saturation Levels
Since the effects of free (also emulsified) water  
are more harmful than those of dissolved water, 
water levels should remain always well below  
the saturation point. 

However, even water in solution can cause  
damage, and therefore every reasonable effort 
should be made to keep saturation levels as low 
as possible.

There is no such thing as too little water.
As a guideline, we recommend maintaining 
saturation levels below 50 % in all equipment.

Different oils have different saturation levels,  
and % saturation is the best and most practical 
measurement. 

These results can be converted to ppm (parts 
per million), if the oil type saturation /  
temperature characteristic is known.

Saturation Point

Emulsified

Fr
ee

W
at

er
Di

ss
ol

ve
d

W
at

er

100 %

  75 %

  50 %

  25 %

    0 %

Catalogue 8 § Edition 04/2025

Oil Analysis Equipment

An optional Screen Filter is available for heavily  
contaminated systems. The filter device is assembled  
directly to the supply line and allows particle counts in  
ambient conditions where normally the contamination is  
too high for a reliable test. 

The Stainless Steel Filter has a mesh of 500 μm and is 
cleanable.

Product Description: Screen Filter § Type Screen-Filter-LasPaC

Particle Counter § Accessories

* Cleaned in accordance with DIN/ISO 5884 and verified to ISO 3722 with a NAS 1638 cleanliness of between Class 00 and 0.
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Particle Monitor § LPM-II-plus

Product Description

The LPM-II-plus Particle Monitor determines the contamina-
tion level of the measured fluid on eight size channels and 
offers precise and complete determination of particle sizes in 
accordance with international standards.

The LPM-II-plus is an automatic, optical particle counter with 
high-performance LEDs that work on the light obscuration 
principle. STAUFF recommends recalibrating the measuring 
equipment at regular intervals.

	� Multicolour indicators via LCD and LED with output alarm 
signals as standard 

	� Two switching outputs for customer-specific limit values 

	� 4-20mA analogue output as standard (time multiplex) 

Options

	� Moisture sensor / temperature sensor: 
RH in % (relative humidity) and temperatures in °C 

	� USB Port for Data transfer (optional)

Technical Data

Channels
	� 4, 6, 14, 21, 25, 38, 50, 70 µm(c)

Calibration
ISO Medium Test Dust (MTD) in accordance with ISO 11171
 
Analysis range
	� ISO 4406 Codes 0-24
	� NAS 1638 Classes 00-12
	� AS 4059 / ISO 11218 Rev E, Table 1 Codes 00-12
	� AS 4059 / ISO 11218 Rev E, Table 2 Codes A-F: 000-12
	� AS 4059 Rev F, Table 1 Codes 000-12
	� AS 4059 Rev F, Table 2 Codes cps 000-12
	� GBT 14039 Codes 0-24
	� GJB 420B Codes, A-F: 000-12 

Accuracy:   
± 1/2 class for:
ISO 4406 and GBT 14039 Codes 8-24 and for Codes 4, 6, 14 
μm(c), 
NAS 1638 and AS 4059 / ISO 11218 Rev E and F,  
Table 1 Size Codes Class 2-12, 
AS4059 / ISO 11218 Rev E and F Table 2 and GJB 420B Size 
classes, A: 000-12, B: 00-12, C: 00-12, D: 2-12, E: 4-12,  
F: 7-12

± 1 class for larger sizes and lower size codes as mentioned 
above
 

Hose Connections
	� Test coupling STAUFF Test 20 or comparable (M16 x 2)

Data Storage
	� Max. 4000 measuring results

Interfaces
	� RS485, RS232, Modbus, CAN Bus
	� 4-20 mA time multiplex interface
	� USB interface to transfer measured data 
to a data carrier (optional)

International Protection Rating
	� IP 65/67: Dust-proof and protected from spray
	� Impact resistance rating IK04

Power Supply / Power
	� 9 ... 36 V DC, < 2.2 W  
(connecting cable with flying leads is included)

Current Consumption
	� 12 V: 70 mA (LPM-II-plus-O), 150 mA (LPM-II-plus-D)
	� 24 V: 40 mA (LPM-II-plus-O), 80 mA (LPM-II-plus-D)
	� 36 V: 30 mA (LPM-II-plus-O), 60 mA (LPM-II-plus-D)

Housing Surface Treatment
	� Polyurethane based paint, according to BSX34 colour  
BS381-638 (dark sea grey)

	� Tested according to: BS2X34A and BS2X34B,  
MMO114 and SP-J-513-083 Part II. Cl. A

	� The unit meets: MIL-PRF-85285

Flow
	� 20 ... 400 ml/min / 0.005 ... 0.11 US GPM

Viscosity Range
	� ≤ 1000 mm²/s

Medium Temperature
	� -25 °C ... +80 °C / -13 °F ... +176 °F 

Ambient Temperature
	� LMP II-O: -25 °C ... +80 °C / -13 °F ... +176 °F
	� LMP II-D: -25 °C ... +55 °C / -13 °F ... +131 °F

Weight
	� 1,6kg / 3.53 lbs 

Max. Pressure
	� 420 bar / 6091 PSI static  
Note: In systems with extreme pressure peaks, please 
contact STAUFF

Test Duration
	� Settable between 10 ... 3600 sec., set ex-works to 120 sec. 
	� As standard with start delay and freely programmable test 
intervals

Moisture Sensor / Temperature Sensor
	� % RH (relative humidity) ±3 %
	� ±3 °C / ±32 °F

Volumetric Flow Measurement
	� As display only

 
 

Order Codes

a	Series and Type
	 Particle Monitor	

LPM-II-plus
	 (Incl. LPM-II-CAB-P-FL-3 connecting cable)

b	Version
	 With display and keypad	 D	
	 Without display and keypad	 O

c	Fluid Compatibility
	 Fluids based on Mineral Oil and Petroleum	 M
	 Phosphate Ester (e.g. Skydrol®)	 E
	 Specific Water Glycols and bio-oils	 G

	� Note: If you have any queries on fluid compatibility, 
please contact STAUFF.

d	Moisture Sensor / Temperature Sensor
	 Without moisture sensor / temperature sensor	 O
	 With moisture sensor / temperature sensor	 W

	 Please note: Not suitable for Phosphate Ester (e.g. 	
	 Skydrol®), Water Glycol fluids and bio-oils.

e	Interface
	 USB interface to transfer measured data 
	 to a data carrier	

U

	
 	� Note: In the case applications with extreme pressure 

peaks, please contact STAUFF.
	� Note: You need an interface module with either a USB or 

an Ethernet interface for exporting and programming.	
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Interface Module with USB or Ethernet Interface § INTERFACE -LPM-II-USB/ETH 

USB

ETH

incl. connection cable LPM II-CAB-P-FL-3

CAN, Modbus
or 4-20 mA 
(time multiplex)

LPM II-USB INTERFACE

LPM II-ETH INTERFACE

Network

USB

ETH ETH

USB Port for Data transfer 
via USB Stick

hydr. line

0 ... 10V

Diagtronics

LPM-II-plus

Diagtronics

LPM-II-plus

Product Description

The LPM-II-plus is connected to an EDP system or a laptop/PC  
using an interface module with a USB or an Ethernet interface.
Either interface module is connected to the LPM-II-plus using 
a connecting cable (3 m / 9.84 ft). With the power supply unit 
connected, the LPM-II-plus is supplied with current via the 
connecting cable. The interface modules allow you to evaluate 
the measured data and to carry out programming using the 
supplied software. In USB operation, the LPM-II-plus can be 
supplied with current via the USB cable too.

The USB interface is optionally also available with additional 
0-10 V outputs. The 0-10 V interface provides six ISO chan-
nels, the relative humidity and the temperature on eight 
voltage outputs. 

Order Code

INTERFACE-LPM-II-USB

a	Series and Type
	 Interface module with 
	 USB interface	 INTERFACE-LPM-II-USB
	 Interface module with 
	 USB interface and 0-10V	 INTERFACE-LPM-II-USB-010V
	 analogue outputs

Order Code

INTERFACE-LPM-II-ETH

a	Series and Type
	 Interface module with		
	 Ethernet interface	 INTERFACE-LPM-II-ETH

LPM-II-CAB-P-P-3

LPM-II-plus-O (without display)

USB / ETH /
CAN / Modbus

hydr. line

LPM-II-plus-REMOTE DISPLAY

LPM-II-plus

Diagtronics

LPM-II-plus

Diagtronics

LPM-II-plus REMOTE DISPLAY

Remote Display Unit § DISPLAY-LPM-II-plus-REMOTE

Connection diagram: PC connection of the LPM-II-plus Particle Monitor

Product Description 
 
In the case of applications outside the operator’s field of  
view or in locations that are difficult to access, it is possible 
to display via a remote display the values that the LPM-II-plus 
measured.

Order Code

a	Series and Type
		 Remote Display               DISPLAY-LPM-II-plus-REMOTE

DISPLAY-LPM-II-plus-REMOTE

Connection diagram: Remote display 

Scope of supply:
	� Power supply unit  
	� Interface module with USB interface
	� Connecting cable (3 m / 9.84 ft) 
	� USB cable

Scope of supply:
	� Power supply unit 
	� Interface module with Ethernet interface
	� Connecting cable (3 m / 9.84 ft)

Note: An Ethernet cable is not supplied.

Scope of supply:
	� Remote Display
	� LPM-II-CAB-P-P-3 connecting cable

Hydraulic line

Incl. LPM-II-CAB-P-FL-3 connecting cable

INTERFACE-LPM-II-USB

INTERFACE-LPM-II-ETH

Fl
ow

Fl
ow

Hydraulic line

LPM-II-plus-O (without display)

LPM-II-CAB-P-P-3

DISPLAY-LPM-II-plus-REMOTE

USB/ETH / 
CAN Bus/Modbus
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USB interface to transfer measured 
data to a data carrier

CAN, Modbus  
or 4-20 mA  
(time multiplex)
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Flow Control Valve § DAV-LPM-II

Product Description

In systems in which the volumetric flow or the pressure is 
too high, the optimum flow is achieved with the use of a flow 
control valve. 
It can process pressures from 4 bar ... 400 bar /  
58 PSI ... 5801 PSI.

The DAV-LPM-II, flow control valve is connected to the  
hydraulic outlet of the LPM-II-plus via the connection fittings.

Max. Permissible Operating Pressure
	� 400 bar / 5801 PSI 
Note: Note that a minimum operating pressure of 4 bar /  
58 PSI must be maintained for the proper function of the  
flow control valve.

Order Code

DAV-LPM-II   -   M

a	Series and Type
	 Flow Control Valve	 DAV-LPM-II

b	Fluid Compatibility
	 Fluids based on Mineral Oil and Petroleum	 M
	 Phosphate Ester (e.g. Skydrol®)	 E
	 Specific Water Glycols and bio-oils	 G

Diagtronics

LPM-II-plus

Diagtronics

LPM-II-plus

LPM-II-plus with flow control valve DAV-LPM-II
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MM

LPM LPM

Installation Pressure Line            Installation Return Line

Fl
ow

Fl
ow

Application example
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Particle Monitor § LPM-II-...-CX

ATEX Directive 94/9/EG

Harmonises legal provisions of memberstates for devices 
and protection systemsfor designated use in potentially 
explosive areas.

 ATEX Classification
	� CE       II 3G Ex nR IIB T6 X

ATEX Rating
	 Zone 2 / Cat. 3G	�

Product Description

The ATEX version of the Particle Monitor LPM-II  is approved 
for use in hazardous areas (zone 2 / category 3G). 
The device thus meets the conditions to be used in e.g. 
oil and gas industry or chemical and process industry.

Product Features

	� Determines contamination level of measured fluids  
in 8 size particle channels

	� Precise and complete determination of particel sizes in 
accordance with international standards

	� Integrated data storage for up to 4000 measuring results
	� Integrated Modbus and CAN Bus interfaces can be used to 
connect the device to existing machine control, and data 
acquisition systems

	� Option to specify different alarm thresholds
	� Software on CD (included)
	� ATEX compliant (Zone 2 / Category 3G) 

 
Technical Data

Channels
	� 4, 6, 14, 21, 25, 38, 50, 70 µm(c)

 
Calibration
ISO Medium Test Dust (MTD) in accordance with ISO 11171
 
Analysis range
	� ISO 4406 Codes 0-24
	� NAS 1638 Classes 00-12
	� AS 4059 / ISO 11218 Rev E, Table 1 Codes 00-12
	� AS 4059 / ISO 11218 Rev E, Table 2 Codes A-F: 000-12
	� AS 4059 Rev F, Table 1 Codes 000-12
	� AS 4059 Rev F, Table 2 Codes cps 000-12
	� GBT 14039 Codes 0-24
	� GJB 420B Codes, A-F: 000-12 

Accuracy:   
± 1/2 class for:
ISO 4406 and GBT 14039 Codes 8-24 and for Codes 4, 6, 14 
μm(c), 
NAS 1638 and AS 4059 / ISO 11218 Rev E and F,  
Table 1 Size Codes Class 2-12, 
AS4059 / ISO 11218 Rev E and F Table 2 and GJB 420B Size 
classes, A: 000-12, B: 00-12, C: 00-12, D: 2-12, E: 4-12,  
F: 7-12

± 1 class for larger sizes and lower size codes as mentioned 
above 

Flow
	� 20 ... 400 ml/min / .005 ... .11 US GPM

Viscosity Range
	� ≤ 1000 mm²/s

Temperature Range
	� Media:	 -25 °C ... + 80 °C  / -13 °F ... +176 °F 
	� Ambient:	 -5 °C ... +80 °C / +23 °F ... +176 °F

Weight
	� 5,5 kg / 12.16 lbs

Power Supply
	� 9 ... 36 V DC

 
Max. Pressure
	� 420 bar / 6091 PSI 
Note: In systems with extreme pressure peaks, please 
contact STAUFF

Test Duration
	� Settable between 10 ... 3600 sec., set ex-works to 120 sec. 
	� As standard with start delay and freely programmable  
test intervals

Moisture Sensor / Temperature Sensor
	� % RH (relative humidity) ±3 %
	� ±3 °C / ±32 °F

Volumetric Flow Measurement
	� As display only

Hose Connections
	� Test coupling STAUFF Test 20 or comparable (M16 x 2)

 

Data Storage
	� Max. 4000 measuring results  

Interfaces
	� RS485, RS232, Modbus, CAN Bus 

Current Consumption
	� 12 V: 70 mA
	� 24 V: 40 mA
	� 36 V: 30 mA

Power
	� <2,2 W

Housing Surface Treatment
	� Polyester vinyl paint (light grey)
	� Cast
	� Stainless Steel
	� Material spec.: ANC ABF/C

Order Codes

LPM-II   -   D   -   M   -   O   -   CX

d	Moisture Sensor / Temperature Sensor
	 Without moisture sensor / temperature sensor	 O
	 With moisture sensor / temperature sensor	 W

	 Please note: Not suitable for Phosphate Ester (e.g. 	
	 Skydrol®), Water Glycol fluids and bio-oils.

e	Version according to ATEX 94/9/EG
	 ATEX certification (Zone 2 / Cat. 3G)	 CX

 	 Note: You need an interface module with either USB or 	
	 an ethernet interface for exporting and programming. 
	 The USB interface is not ATEX rated.	
	

a	Series and Type
	 Particle Monitor 	 LPM-II

b	Version
	 With display	 D

c	Fluid Compatibility
	 Fluids based on Mineral Oil and Petroleum	 M
	 Phosphate Ester (e.g. Skydrol®)	 E
	 Specific Water Glycols and bio-oils	 G

	 Note: If you have any queries on fluid compatibility, 		
	 please contact STAUFF.

Wiring Diagram

Note: Please note that an ATEX approved  
connecting cable is not included in the  
scope of delivery of LPM-II-O-...-CX.
A corresponding ATEX plug is included.

	 A	 Data-
	 B	 Data+
	 C	 Power 0V
	 D 	Power +9V-36V DC
	 E	 Output 1
	 F	 Output 2
	 G	 Common
	 H	 Start
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Oil Sampling Kit § Type KIT-SFS

Product Description

Fluid analysis is a crucial component of any oil management 
program. Early detection of potential problems can prevent 
costly repairs and downtime. STAUFF KIT-SFS oil analysis 
kits provide the tools to take a sample from a STAUFF test 
coupling or directly from a reservoir or sump.

For this the supplied hose is directly connected to the test 
coupling with an adaptor and the fluid is filled into the sup-
plied vials.

But there is also the possibility to draw up the sample directly 
from a tank with the hand pump and fill it into the vial. 

This sample set is available in two versions with BSP and NPT 
test couplings.

Scope of Delivery

	� Contains vacuum pump for drawing samples of oil equip-
ment

	� 1 m / 3.28 ft hose for insertion into tank
	� Two sample bottles
	� STAUFF test points and adaptor allows oil sample to be 
taken from STAUFF Test 20 test points

Components

KIT-SFS-01
	� 1x	 Fluid Sample Pump FSP-38
	� 1x	 Hose adaptor SHA-20-5.5mm
	� 1 m / 3.28 ft Push on 1/4” hose
	� 1x	 SMK-20-1/4NPT-V-D-W3
	� 1x	 SMK-20-7/16UNF-V-E-W3
	� Sample bottles 

KIT-SFS-02
	� 1x	 Fluid Sample Pump FSP-38
	� 1x	 Hose adaptor SHA-20-5.5mm
	� 1 m / 3.28 ft Push on 1/4” hose
	� 1x	 SMK-20-G1/4-B-C-W3
	� 1x	 SMK-20-M10x1-B-A-W3
	� Sample bottles

Catalogue 8 § Edition 04/2025
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Order Codes

a	Series and Type
	 Oil Sampling Kit	 KIT-SFS

b	Version
	 NPT-Version	 01
	 BSP-Version	 02

KIT-SFS   -   01   -   110   -   MC-38AL

c	Bottle Size
	 110 ml	 110

d	Equipment
	 Protec. Container / 38 mm Aluminum pump	 MC-38AL
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Product-Specific Abbreviations

Abbreviation Product Category Product Description Page
Bottle-Sampler-LasPaC-II Oil Analysis Equipment Bottle Sampler Unit 76
DAV-LPM-II Oil Analysis Equipment Flow Control Valve 80
DISPLAY-LPM-II-plus-REMOTE Oil Analysis Equipment Particle Monitor 79
Flow-meter-PPC-04/12-SFM Hydraulic Testers Flow Turbine 42
Flow-meter-PPC-CAN-SFM Hydraulic Testers Flow Turbine 43
Interface-LPM-II-USB/ETH Oil Analysis Equipment Particle Monitor Interface 79
KIT-SFS Oil Analysis Equipment Oil Sampling Kit 82
LasPaC-II-M Oil Analysis Equipment Laser Particle Counter (Mobile) 74
LasPaC-3-P Oil Analysis Equipment Laser Particle Counter (Professional) 70
LPM-II- ... -CX Oil Analysis Equipment Particle Monitor  (ATEX) 81
LPM-II-plus Oil Analysis Equipment Particle Monitor 78
PPC-04-plus-SET Hydraulic Testers Complete Systems 48
PPC-PAD-light-SET Hydraulic Testers Complete Systems 48
PPC-04-plus-CAN-SET Hydraulic Testers Complete Systems 49
PPC-PAD-light-CAN-X-SET Hydraulic Testers Complete Systems 49
PPC-04-plus Hydraulic Testers Hydraulic Testers 26
PPC-04-plus-CAN Hydraulic Testers Hydraulic Testers 26
PPC-PAD-light Hydraulic Testers Hydraulic Testers 29
PPC-PAD-light-CAN Hydraulic Testers Hydraulic Testers 29
PPC-PAD-light-CAN-AUX Hydraulic Testers Hydraulic Testers 29
PPC-PAD-plus Hydraulic Testers Hydraulic Testers 33
PPC-PAD-plus (Starter System) Hydraulic Testers Complete Systems 50
PT-RF Hydraulic Testers Pressure Transmitter 54
PT-RF-SET Hydraulic Testers Pressure Transmitter (Complete Systems) 56
Reader-PT-RF Hydraulic Testers Pressure Transmitter Reader 55
SBAA Hydraulic Testers Accumulator Adaptor for Pressure Transmitter 58
SBAA-P Hydraulic Testers Accumulator Adaptor for Pressure Transmitter 59
SDAA Hydraulic Testers Accumulator Adaptor for Pressure Transmitter 58
SDM Hydraulic Testers Flow Indicators 62
SDMKR Hydraulic Testers Flow Indicators 62
Sensorconverter-PPC Hydraulic Testers Current / Voltage / Frequency Converter 45
Sensor-PPC-04/12-P Hydraulic Testers Pressure Sensors 36
Sensor-PPC-04/12-PT Hydraulic Testers Pressure / Temperature Sensors 40
Sensor-PPC-04/12-SDS-CAB Hydraulic Testers Rotational Speed Sensor 44
Sensor-PPC-04/12-T Hydraulic Testers Temperature Sensors 38
Sensor-PPC-CAN-P Hydraulic Testers Pressure Sensors 37
Sensor-PPC-CAN-PT Hydraulic Testers Pressure / Temperature Sensors 41
Sensor-PPC-CAN-T Hydraulic Testers Temperature Sensors 39
SMB-20 / SMB-15 Pressure Gauges Analogue Pressure Test Kit 18
SMB-DIGI / SMB-DIGI-USB Pressure Gauges Digital Pressure Test Kit 21
SPG Pressure Gauges Analogue Pressure Gauge 16
SPG-DIGI / SPG-DIGI-USB Pressure Gauges Digital Pressure Gauge 20
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Global Contact Directory

STAUFF products and services are globally available through wholly-owned subsidiaries  
and a tight network of authorised distributors and representatives in all major industrial 
regions of the world.

Contact information on this page may be subject to changes and additions over time.
Frequently updated and complete contact information can always be found at  
www.stauff.com.

Germany

Walter Stauffenberg GmbH & Co. KG
Im Ehrenfeld 4
58791 Werdohl
www.stauff.com/contact

www.stauff.com

Neuenrade-Küntrop Logistics Centre
Wasserburgstraße 35
58809 Neuenrade

Plettenberg-Ohle Production Site 
Lennestraße 2
58840 Plettenberg

Europe
France 

STAUFF S.A.S.
230, Avenue du Grain d’Or
Z.I. de Vineuil - Blois Sud
41354 Vineuil-cedex
Tel.: +33 2 54 50 55 50
Fax: +33 2 54 42 29 19
E-Mail: direction@stauffsa.com
www.stauff.fr

Ireland 

STAUFF UK Ltd.
Block B, 9 Ferguson Drive
Knockmore Hill Industrial Estate
Lisburn, County Antrim, BT28 2EX
Tel.: +44 2892 60 69 00
Fax: +44 2892 60 26 88
E-Mail: sales@stauffireland.com
www.stauff.co.uk

Italy 

STAUFF Italia s.r.l
Via Borima 21 (Frazione Borima)
23867 Suello (LC)

Tel.: +39 031 65 84 94
Fax: +39 031 65 50 05
E-Mail: sales@stauff.it
www.stauff.it

Poland 

STAUFF Polska Sp. z o.o.
Miszewko 43 A
80-297 Banino

Tel.: +48 58 660 11 60
Fax: +48 58 629 79 52
E-Mail: sales@stauff.pl
www.stauff.pl

Russian Federation 

STAUFF LLC 
Building 1
19, Leninskaya Sloboda
Moscow, 115280
Tel.: +7 495 276 16 50
Fax: +7 495 276 16 51
E-Mail: sales@stauff.ru
www.stauff.ru 
 
Further branch offices in 
Engels, Volzhskiy, Magnitogorsk, 
Nizhny Novgorod and St. Petersburg.

United Kingdon 

STAUFF UK Ltd.
500, Carlisle Street East
Off Downgate Drive
Sheffield, S4 8BS
Tel.: +44 114 251 85 18
Fax: +44 114 251 85 19
E-Mail: sales@stauff.co.uk
www.stauff.co.uk

STAUFF UK Ltd.
Badentoy Avenue
Badentoy Industrial Estate
Portlethen, Aberdeen, AB12 4YB
Tel.: +44 1224 78 61 66
Fax: +44 1224 78 61 77
E-Mail: sales@stauffscotland.co.uk
www.stauff.co.uk

Meinerzhagen Production Site
Neugrünental 1
58540 Meinerzhagen

STAUFF Digital 
Phoenixplatz 3
44263 Dortmund

© Christian Eblenkamp
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North America
Canada 

STAUFF Canada Ltd.
866 Milner Avenue
Scarborough
Ontario M1B 5N7
Tel.: +1 416 282 46 08
Fax: +1 416 282 30 39
E-Mail: sales@stauffcanada.com
www.stauffcanada.com

United States 

STAUFF Corporation
7 Wm. Demarest Place
Waldwick, 07463-1542
New Jersey
Tel.: +1 201 444 78 00
Fax: +1 201 444 78 52
E-Mail: sales@stauffusa.com
www.stauffusa.com

Further branch office in 
Canton, Michigan. 

Brazil 

STAUFF Brasil Ltda.
Avenida Gupê 10767
Galpão 2 - Bloco A
Barueri, São Paulo, CEP 06422-120
Tel.: +55 11 47 72 72 00
Fax: +55 11 47 72 72 10
E-Mail: stauff@stauffbrasil.com
www.stauffbrasil.com

South America

Asia
China 

STAUFF CHINA
Building 8, No. 1698, Minyi Road
Songjiang District,
Shanghai, 201612
Tel.: +86 21 68 18 70 00
Fax: +86 21 68 18 71 36
E-Mail: info@stauff.com.cn
www.stauff.com.cn

 

Further branch offices in Beijing, 
Changsha, Chengdu, Changchun, 
Chongqing, Jinan, Harbin, Guangzhou, 
Shenyang, Wuhan, Xian and Xuzhou.

India

STAUFF India Pvt. Ltd.
Gat no. 26/1 & 27, Sanghar Warehousing
Pune - Nagar Road
Lonikand - 412216
Tel.: +91 20 6731 4900
Fax: +91 20 6731 4905
E-Mail: sales@stauffindia.com
www.stauffindia.com

Korea 

STAUFF Korea Ltd.
105, Hwajeonsandan 5-ro
Gangseo-gu
Busan, 46739
Tel.: +82 51 266 6666
Fax: +82 51 266 8866
E-Mail: info@stauff.co.kr
www.stauff.co.kr

Thailand 

STAUFF (Thailand) Co., Ltd.
10 Soi On-Nut 74/4
Pravet District
Bangkok 10250
Tel.: +66 2 721 73 23 / 24
Fax: +66 2 721 73 35
E-Mail: sales@stauff.co.th
www.stauff.co.th

Vietnam 

STAUFF Vietnam Ltd.
8th Floor, Qunimex Building
28 Nguyen Thi Dieu
District 3, Ho Chi Minh City
Tel.: +84 8 3948 10 41 / 42
Fax: +84 8 3948 10 44
E-Mail: sales@stauff.com.vn
www.stauff.com.vn

Oceania
Australia 

STAUFF Corporation Pty Ltd
24-26 Doyle Avenue
Unanderra NSW 2526

Tel.: +61 2 4271 9000
Fax: +61 2 4271 8432
E-Mail: sales@stauff.com.au
www.stauff.com.au

 

Further branch offices in  
Adelaide, Brisbane, Melbourne  
and Sydney. 

New Zealand 

STAUFF Corporation (NZ) Ltd.
Unit D, 103 Harris Road
East Tamaki, Auckland 2013

Tel.: +64 9 912 1530
Fax: +64 9 912 1531
E-Mail: sales@stauff.co.nz
www.stauff.co.nz

Global Contact Directory

Singapore

STAUFF (SEA) Pte. Ltd.
128 Joo Seng Road #02-01
Singapore 368356
Tel.: +65 62 44 61 68
E-Mail: sales_sg@stauff.com
www.stauff.com.sg 
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Germany 
 
Walter Stauffenberg GmbH & Co. KG 
Im Ehrenfeld 4
58791 Werdohl

STAUFF products and services are globally available through 
wholly-owned subsidiaries and a tight network of authorised 
distributors and representatives in all major industrial regions 
of the world.
 
Contact STAUFF: 

www.stauff.com/contact
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